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10T Log Splitter (3PL / Hydraulic Only)

OVERVIEW

Engineered for performance and durability, the Browns Log Splitter is designed to meet the demands of
farmers, contractors, and smallholders alike. Built with a heavy-duty frame and powered by a 10-tonne
hydraulic ram, it effortlessly splits logs up to 610mm in length with exceptional ease and efficiency.

Safety is paramount. This log splitter complies with the latest health and safety standards, featuring a
two-handed operation system, a robust operator safety guard, and a non-slip work table to ensure
maximum user protection during operation.

 

FEATURES

Category 1 & 2 Compatible: Designed to fit both CAT 1 and CAT 2 three-point
linkage systems for versatile attachment.



Low Power Requirement: Operates efficiently with tractors as small as 20
horsepower.

Powerful Splitting Force: Delivers an impressive 10 tonnes of hydraulic force for
effective log splitting.

Hydraulic Requirements: Requires a hydraulic flow of 5 gallons per minute at
2,500 psi, with a free-flow return system.

Durable Splitting Wedge: Fitted with a hardened steel wedge for enhanced
durability and long service life.

Enhanced Safety Features:

Anti-slip working surface for improved stability.

Two-handed operation to ensure operator safety.

Integrated safety guard for additional protection during use.

Front Loader Compatibility: Can be front-mounted to loaders with appropriate
brackets (sold separately).

SPECIFICATIONS

10T Log Splitter (Hydraulic Only)

Code 65891

Width 950mm

Length 850mm

Height 1550mm

Weight 175 kg

Price £1550.00

OPTIONS

Currently there are no options added to this product.

TESTIMONIALS

Currently there are no testimonials added to this product.
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