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EC Declaration of Conformity

Browns Agricultural Machinery Co Ltd declare that the Browns Woodworker    saw 
bench, as defined by the Serial Number attached to the machine, conforms with the 
following Directives and Regulations, and has been certified accordingly.

EC Machinery Directive 2006/42/EC.
The Supply of Machinery (Safety) Regulations 2008.
The Provision and Use of Work Equipment Regulations 1998.

Specifically related harmonised standards are:

EN ISO 12100-1: 2003 (Safety of Machinery).
EN ISO 12100-2: 2003 (Safety of Machinery).
EN ISO 4254-1 : 2005 (Agricultural machinery - Safety).
BS EN 691-1 : Safety of woodworking machines.

THE MANUFACTURER:

Browns Agricultural Machinery Co. Ltd.
Grovebury Road,
Leighton Buzzard,
Bedfordshire. LU7 4UX.

Telephone (+44) 0 1525 375157

Person empowered to draw up the declaration on behalf of the manufacturer of his 
authorized representative

Name: David Hanson Signature:

Job Title: Design & Safety Employer: Browns Agricultural Machinery 
Place of declaration: LU7 4UX Date of declaration: 12th January 2012

Machine Identification
Enter the revevant data in the following list upon acceptance of the machine.

Serial Number
Type of Machine

Machine Width
Year of Construction
Delivery Date

First Operation
Dealer Name
Dealer Address
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1.0 Introduction

Congratulations on your purchase of a new Browns machine.  In order to correctly 
use the machine please carefully read this manual.  The manual has been written to 
provide operating and maintenance procedures and related safety information which 
will allow you to use and maintain this machine in a correct and safe manner.
This operators manual should be regarded as part of the machine.  You must en-
sure that you and anyone else who is operating, maintaining or working with the ma-
chine be familiar with the operating and maintenance procedures and related safety 
information contained in this manual.
Owners must give operating instructions to operators or employees before allowing 
them to operate this machine.  It is the operators responsibility to read and under-
stand all safety and operating instructions in this manual.  Remember all accidents 
can be avoided.  
A person who has not read and understood all operating and safety instructions is 
not qualified to operate the machine.  An untrained operator exposes themselves 
and bystanders to possible serious injury or death.

Caution
This symbol indicates important safety messages in this manual.  When you 
see this symbol, be alert to the possibility of injury to yourself or others, and 

carefully read the message that follows.

The most important safety device on the machine is a         
safe operator

1.1 General Information

The illustrations and data used in this manual were current at the time of printing, 
but due to possible engineering or production changes, this product may vary 
slightly in detail.  Browns reserves the right to redesign or change components as 
may be necessary without notification to anyone.
No liability can be accepted for inaccuracies or omissions in this manual, although 
every possible care has been taken to make it as complete  and accurate as possi-
ble.

Throughout this manual, references may be made to,

 LEFT-HAND SIDE - the side which is on the left only when an observer is   
facing in the normal forward direction of travel of the machine, i.e. the operator 
looking forward from rear of machine.

 RIGHT-HAND SIDE - the side which is on the right only when an observer is   
facing in the normal forward direction of travel of the machine.

 COMPETENT PERSON - for any task means a person who has acquired 
through training, qualifications or experience, or a combination of them, the 
knowledge and skills to carry out that task.
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3.0 Safety Notes & Warnings

Only competent and trained operators should use and maintain the  
machine.  Ensure this manual has been read by every person who is 
intending to use or maintain it.

Do not stop the tractor with the PTO shaft in gear.  

Study operator manual thoroughly before maintenance is carried out 
and always turn the  tractor off and remove key.

Be aware of moving parts on the machine that may cause a crushing 
hazard to the hands and body.

Never work with a cracked or distorted saw blade.

Do not allow any person to stand inbetween the machine and the tractor 
unless the machine is lowered to the ground and the tractor is turned off 
with the key  removed

Do not allow saw dust to build up under the saw bench, move regularly 
to a new position.

Never allow any person to ride on the machine or the tractor ( unless 
there is a passenger seat provided ).

Ensure that the tractor is of sufficient size to provide adequate stability 
when in operation,  refer to the tractors operator manual when operating 
on sloping ground.

Never operate the sawbench unless properly hitched to the tractor

Check all safety guards are fitted securely before work.

Never distract anyone working the saw bench, wait for the operator to 
notice your presence if you want to contact them.
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3.1 Personal Protective Equipment

Cutting wood causes dust and airborne chips which are a danger to 
eyesight.  Suitable eye protection should be worn at all times (safety 
glasses complying with EN166)

When setting up and moving machinery accidents may be caused to 
feet.  These are minimised by wearing suitable protective footwear with 
good grip and ankle support (complying with EN ISO 20345:2004)

Depending upon the type of wood being cut, the noise level  may      
exceed 85db and the operators must wear suitable ear protection 
(complying with EN352).

Wearing well fitting and suitable protective gloves may prevent          
unnecessary injury to hands and fingers.

Protective equipment must be worn at all times when operating the saw 
bench.  Failure to do so may result in serious personal injury. 

3.2 Safe Use

 Work in daylight or artificial light of at least 200 lux.
 Supervise inexperienced operators & provide suitable training & instruction.
 Run the saw bench at 540 rpm on the PTO shaft.
 Have a firm level base for operators feet & the saw bench.
 Check timber for barbed wire, nails, etc.
 Clean off any soil or stones from the timber before cutting.
 Keep blades sharp.
 Adjust the working height for individual operators.

To operate the saw bench in a safe manner the following actions must 
be carried out and adhered to. 
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3.3 Woodworker Decals

The decals should be considered part of the machine.  Any decal that refers to 
warnings or hazards must be replaced immediately if it becomes lost or illegible.

Part No.80004

Part No.80018

Part No.80024

Part No.80023Part No.80019

Part No.80055

Part No.80020

Part No.80042

Part No.80027Part No.80002
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4.2 Pre-operation checks

 The saw bench must only be used as described in this instruction book and 
with the guards fitted as supplied.

 All operators of this machinery must have training in all aspects of safety     
procedures and be instructed to use the correct protective equipment for the 
work in hand.

 The machine must be set-up on level ground, with access all round, in good 
lighting conditions.

 The working area immediately around the saw bench and tractor must be kept 
clear of logs and debris.

 If adjustment is necessary to the saw bench, allow the blade to come fully to 
rest and disconnect the drive from the tractor before carrying out any changes.

THE SAW BENCH IS FOR CUTTING WOOD ONLY

4.3 Sawing wet or knotty wood

Sometimes when sawing difficult timber the saw jams.  The saw blade may have 
become thermally buckled during the jam.  It should be allowed to run freely for a 
few minutes at normal speed.  This practice will normally rectify the blade, under no 
circumstances should you saw with a buckled blade.  If the saw blade does not    
return to normal remove the blade and take it to a Saw Doctor who should be able 
to re-tension it.

4.4 Operation

The Woodworker can be used to log up to a diameter of 200 mm with sufficient 
room under the guard.  Two operators will be required for long or heavy timber.

ON NO ACCOUNT MUST GUARDS BE REMOVED TO SAW LARGER LOGS

For logging the sliding table needs to be in the sliding position.  Remove the linch pin from 
the bed lock pin and allow the table to slide out.  The table slides out due to the bed spring 
underneath the top.  The bed lock pin should now engage and lock the table in the ex-
tended position.  This prevents operators from accidentally leaning on the table causing it to 
move in and expose the blade.

Make certain the guards are all fitted securely and check the blade for sharpness and it is 
free from cracks.  The area for the operators feet must be clear of any obstruction.

Make sure the saw bench is clear and everyone is clear of the saw bench.  Start the saw 
with the tractor running, engage the PTO letting in the clutch slowly.

Look out for nails or barbed wire in the timber that may cause jamming, damage to the 
blade or parts to fly out.
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6.1 Wear block adjustment

Follow the procedure described in the previous chapter.  The wear blocks protect 
the blade from hitting the metal table or frame if it became distorted.  The wear 
blocks should be adjusted as necessary giving a minimum clearance of between 2 
to 3 mm.  Re-tighten after adjustment.

6.2 Lubrication

All bearings on the Woodworker are completely sealed and can not be lubricated, 
with the exception of the PTO.

6.3 Replace V belts

 Raise the table as described in the first section of the maintenance chapter.
 Release the brake pedal which moves the jockey pulley.
 Remove the PTO cover.
 Remove the belts
 Re-assemble
 The V belts are adjusted by raising or lowering the pedal stop plate.  Adjust the   

tension so that you can depress the belts ,at the centre of the unsupported 
length using reasonable force) from 10 mm to 20 mm. Additional belt            
adjustment may be obtained by moving the pulley foot to its secondary position 
as shown.

6.4 Replace the saw blade

 Raise the table as described in the first section of the maintenance chapter.
 Unscrew the blade retaining bolt and retaining cap, left hand thread.
 Lift off the blade using suitable gloves to prevent injury from sharp parts.
 Fit the new blade and re-tighten the blade retaining bolt to 135.4 Nm or 100 lb-

ft.  Remember to refit the locking washer under the head of the blade retaining 
bolt.

 The saw bench is designed to take a blade 760 mm  in diameter and a maxi-
mum thickness of 5mm.  

 Replacement blades must comply with EN 847-1.

6.5 PTO shaft

The PTO requires greasing periodically as shown below.
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0.0 Shortening the PTO shaft

The PTO shaft comes with it own manufacturers instruction booklet, please read this 
carefully before altering or fitting the shaft.

Due to many different types of tractors, it may be necessary to shorten the PTO 
shaft.  In case shortening is needed, listed below are some basic guidelines on   
performing this modification. 

Pull the shaft halves apart and hold 
them next to each other in the     
shortest operating position of the 
tractor and the implement.
Mark the outer guard tube as shown.

Shorten the inner and outer guard tubes equally.

Shorten the inner and outer sliding profiles by the same 
length as the guard tubes.

Round off all sharp edges and remove burrs.  Grease the 
sliding profiles.

ALL ROTATING PARTS MUST BE GUARDED
Contact with a rotating driveline can cause death or serious injury.  The 
tractor master shield, the driveline guards, and the implement input con-
nection shields form an interactive guarding system.   Chains must be 
fitted so as to allow sufficient articulation of the shaft in all working         
positions.
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0.0 Noise Declaration

AIRBOURNE NOISE EMISSION WAS TAKEN WITH THE TRACTOR RUNNING 
AT 540 rpm AND WITH THE SAWBENCH RUNNING.

THE WORKPIECE BEING ROUND PINE WITH A DIAMETER OF 200mm.

AIRBOURE NOISE EMISSION = 88db (MEASURED VALUE)
ASSOCIATED UNCERTAINTY K = 2db

MEASUREMENT MADE IN ACCORDANCE WITH EN150 3744.

The figures quoted are emission levels and are not necessarily safe working levels.  
Whilst there is a correlation  between emission and exposure levels, this can not be 
used reliably to determine whether or not further precautions are required.  Factors 
that influence the actual level of exposure of the workforce include the               
characteristics of the work room, the other sources of noise etc, for example the 
number of n machines and other adjacent processes.  This information, however, 
will enable the user of the machine to make a better evaluation of the hazard and 
risk.

The Control of Noise at Work Regulations 2005
The Noise Regulations 2005 require employers to prevent or reduce risks to health
and safety from exposure to noise at work. Employees have duties under the
Regulations too.
The Regulations require you as an employer to:
 assess the risks to your employees from noise at work;
 take action to reduce the noise exposure that produces those risks;
 provide your employees with hearing protection if you cannot reduce the noise 

exposure enough by using other methods;
 make sure the legal limits on noise exposure are not exceeded;
 provide your employees with information, instruction and training;
 carry out health surveillance where there is a risk to health.

lower exposure action values:
– daily or weekly exposure of 80 dB;
– peak sound pressure of 135 dB;

upper exposure action values:
– daily or weekly exposure of 85 dB;

– peak sound pressure of 137 dB
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10.0 Dismantling & disposal

When the machine has come to the end of its useful life it should be dismantled and 
disposed of in a safe and environmentally friendly manner.
It is very important not to leave the machine in a state that could be dangerous for 
people or the environment.
Waste oil must be collected and disposed of in accordance with local regulations.  
Never pour used oil into drains or onto the floor.
Worn tyres and rubber parts must be disposed of by a licensed waste disposal  
company.

Protect the environment and ensure contaminated parts or waste oil are 
always disposed of or cleaned in safe and environmentally friendly     
manner.

11.0 Warranty Guidelines

The period of liability for warranty relating to our products is 12 months.  The      
warranty period shall become effective upon installation of the machine with the end 
user.  All wearing parts are excluded from the warranty.

Warranty will only be given if the machine has been used for the purpose indicated 
in this manual and the original specification of the machine has not been subject to 
unauthorised modification. 

All warranty claims must be submitted the Browns via the dealership you purchase 
the machine from.

All warranty work must be carried out by authorised Browns dealers using original 
parts.

11.1 Modifications

Your Browns machine should not be modified or altered unless officially authorised 
by Browns.  Any modifications will make the machine out of warranty and will make 
the declaration of conformity for the machine void.

However, if it is necessary to carry out modifications, then all modifications must be 
done by a competent person, based on a risk assessment.  It is important to        
emphasise that the competent person who undertakes the modification assumes the 
role of the designer and manufacturer.  All safety features must be retained in the 
modified machine.

Safety instructions must be reviewed after all modifications are carried out 
and revised where necessary.
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